
A
ll 

R
IG

H
T

S
 R

E
S

E
R

V
E

D
. 
O

U
R

 P
R

O
D

U
C

T
S

 M
A

Y
 B

E
 S

U
B

JE
C

T
 T

O
 M

O
D

IF
IC

A
T

IO
N

, 
T

H
E

R
E

F
O

R
E

 T
H

IS
 D

O
C

U
M

E
N

T
 C

A
N

N
O

T
 B

E
 C

O
N

S
ID

E
R

E
D

 C
O

N
T

R
A

C
T

U
A

L
. 
A

L
L
 M

O
D

E
L
S

 A
R

E
 P

A
T

E
N

T
E

D
. 
 D

O
 N

O
T

 L
IT

T
E

R
 T

H
E

 P
U

B
L
IC

 H
IG

H
W

A
Y

.

Les Ajeux  -  72400 La Ferté Bernard  -  France
DUPUY EQUIPEMENTS
Tel. : +33 (0)2 43 60 78 60  -  Fax : +33 (0)2 43 93 41 94

Technical File
T 06009 B2 entry 1 exit SELECTOR 

 
SEL6022

www.dupuy-equipements.com

Description - General information
 The selector has 2 entries and 1 exit. Each entry can isolate the other by the sideways movement of 
the mobile plug . 
  Fastened by the 2 holes on the barrel.
  Supplied with three straight joints. 

Pneumatic operating diagram 

Material . . . . . . . . . . . . . . . . . . . . . : Brass, aluminium.
Protection . . . . . . . . . . . . . . . . . . . . : None.
Operating pressure . . . . . . . . . . . . . : 3 to 20 bar.
Connection . . . . . . . . . . . . . . . . . . . : Olive screw connection for pipe Ø6 .
Temperature during use . . . . . . . . . : -18 to 70°C 
Precautions . . . . . . . . . . . . . . . . . . : Stock and install away from bad weather condi-
tions. 

Dimensions without joints (mm)

Width Height Depth

46 31 16

1 1

2 2

Entry on the left Entry on the right

1 1
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