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Les Ajeux  -  72400 La Ferté Bernard  -  France
DUPUY EQUIPEMENTS
Tel. : +33 (0)2 43 60 78 60  -  Fax : +33 (0)2 43 93 41 94

Technical File
T 06014 APIB

Pressure Indicator Box
BIP01 - BIP02

www.dupuy-equipements.com

Description - General information
The pressure indicator box controls the pressure in pneumatic installations, in accordance with norm NF S61932 
(version 2008 & 6.4), both from the point of view of the operating pressure and airtightness as well as the working 
order of the network.
The box is placed on the Opening network(s) between the smoke exhaust box and the apertures. The pressure 
gauges indicate the pressure in each circuit of the installation.
The box is compatible with all types of CO² smoke exhaust boxes and can be added to an existing installation.

Installation diagram

Material . . . . . . . . . . . . . . . . . . . . . : Steel, brass, aluminium, synthetic materials.
Protection . . . . . . . . . . . . . . . . . . . . :  Paint.
Maximum operating pressure . . . . . : 60 bar.
Maximum supply pressure . . . . . . . : 60 bar.
Connection . . . . . . . . . . . . . . . . . . . : Olive screw connection for pipes.
Precautions. . . . . . . . . . . . . . . . . . . : Stock and install away from bad weather condi-
tions.

Dimensions (mm)
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Towards apertures
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BIP02
with 2 pressure gauges

for Dual-zone box

BIP01
with 1 pressure gauge

for Open only box 
and Open Close 
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