
S.A

APPV'D

CHK'D

DRAWN 21/01/15

21/01/15

21/01/15

DATENOM SIGNATURE

MATIERE :  papier 80g
TAILLE : 80 *80 recto

PLAN:
CODE ARTICLE :  

DOSSIER :

TITRE :

4710/4711

NOT-0015CANGLAIS

NOTICE 

REVISION : 0

A4
FEUILLE  : 1 / 1ECHELLE : 1 / 1

FEUILLE :

Mortice mounting :

surface mounting:

Protection :  Classe II - IP 40= IK 7
Weight :  145g
Degree :  de - 40°C à +70°C
Consumption :  0-60V
Contact(s) :  30VDC - 4A /250 VAC - 5A

Degree stock :  de -10°C à +70°C 
Installing :  surface or mortice/indoor
Cross section of the cables:  <1,5mm²
Dimension (mm) :  87x87x52

NOT - 0015CANGLAIS V00

4710 / 4711
Manual call point 1 and  2 contacts 1

2

Cut the strap on the last Call point in 
case of line monitoring.

Connection1 contact :
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1. Tapout the central screw
2. Tighten and turn the key for unclip the 
system
3. Detach the clip
4. Insert the clip
5. Break these 2 retainers

6. Put two screw
7. Put the screw
8. Clip the frontage on the base

RECTO VERSO
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1. Fasten base
2. Connecting cables
3. Clip the frontage on 
the base
4. Tighten the screw
5. Cover Assembly
6. Reset
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Schema  2 contacts :

Connecting whilst idle


